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GROW LAMPS 

e-mail sunmasterinfo@adlt.com32000 Aurora Road 800-700-0562 www.sunmastergrowlamps.comSolon, Ohio 44139 Fax 888-253-4484

THIS LAMP CONFORMS TO FEDERAL STANDARD 21 CFR 1040.30
Warning: This lamp can cause skin burn and eye inflammation from shortwave ultraviolet radiation if outer envelope of the lamp is
broken or punctured. Do not use where people will remain for more than a few minutes unless adequate shielding or other safety
precautions are used. Lamps that will automatically extinguish when outer envelope is broken or punctured are commercially available.

1851 - 9

Min. Open Circuit Voltage (RMS) -

Volts (u sec)2250
Min. Pulse Rate Per 1/2 Cycle -
Pulse Position (Min. % OCV Peak) -

Sunmaster Grow Lamps
10036

HPS Ballast + Ignitor / Electronic

Initial Lumens (Lumens @ 100 hours)
PAR Watts
Rated Life (Hrs. @10Hr. /Start)
Correlated Colour Temperature K
Chromaticity (CIE - X,Y)
Colour Rendering Index (CRI)
Typical Warm Up Time (Minutes)
Typical Hot Restart Time (Minutes)
Burning Position

90000
215
24000+
2000
530 425
25
3-5
1
Universal

Base Designation
Bulb Designation
Bulb Diameter (mm)
Max. Overall Length (mm)
Light Centre Length (mm)
Effective Arc Length (mm)
Max. Base Temperature (°C)
Max. Bulb Temperature (°C)
Luminaire Type
Socket Pulse Rating (KV)

E40
T46
46
285
175
125
250
400
Open/Enclosed
5

Lamp Wattage (W)
Operating Voltage (V)
Operating Current (Amps)
Min. Open Circuit Voltage (RMS)
Min.-Max. Starting Pulse (Peak V)
Min. Pulse Width @ 2700 Volts (µ sec)
Min. Pulse Rate Per ½ Cycle
Pulse Position (Min. % OCV Peak)

600
115
5.8
198
3800 - 4500
1
1
60-90, 240-270

Revision:

Venture Lighting Europe Ltd., Trinity Court, Batchworth Island, Church Street, Rickmansworth, Herts, WD3 1RT, United Kingdom
Tel: +44 (0) 845 230 2222, Fax: +44 (0) 845 230 2077, www.venturelightingeurope.com

The specification contains data about typical performance on 50Hz sine wave ballast at nominal power. Actual values may depend on ballast
and applications.

Complies with (CE), Low Voltage (CE), WEEE and RoHS Directives.
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SUNMASTER®
High Pressure Sodium Lamp
E40 Tubular
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